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Product naming rules = @& M N
&

HL-C 3535 F2 IR
5
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FOR HAMDLING

ELECTROSTATIC
‘ 9; DISCHARGE
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Features 445

e Dimension R : 3.45mmk3. 45mm+*2. 4mm

e Long operating life F&nk

e High efficiency =%E

e Lambertian radiation pattern B X BRE

e Low voltage DC operated KB EERI/E

e High heat dissipation eficeency BN E S

e Cool beam,safeto the touch A¥XIR , flEZR S

e Superior ESD protection RIFEIEREFHFRED
e RoOHS compliant &F&RoHSHRHE
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Application range R 3G

e |Infraread lllumination £L %\ B8 B
® Surveiallance systems %Ml R 5
® Machine vision systems Hl25 Ml 3 K5

Radiation Patternig S¥#& =

90°

50% 0 S0%

100 T

50

Relative Luminous Flux (%)
<
p

-90° -60° -30° 0° 30° 60° 90°

REV NO: B-25-C-0441 REV NO: A/0 DATE: Nov/2025 PAGE: 4 OF 16




7 Yk

Under Development

Mass production

Specifications 138

(1) Absolute Maximum Ratings at Ta=25°C

Parameter3 Symbolff5 | Rating {& Units &1
Input power #iAZhE Pi 3 w
Peak Forward Current 1E @B I, 800 mA
Reverse Current R[ERER I 3@5V uA
Junction Temperature 458 Tj 115 °C
View Angle (FWHM) % X &E 20., 120~140 degrees
Operating Temperature Range IT{EEE Topr -35°C To +100°C
Storage Temperature Range #EEE Tstg -40°C To +100°C
not designed for reverse bias
Reverse voltage & [EEBE Vr R AR [ TAE

Notes;T:

1.* All high power emitter LED products mounted on aluminum metal-core printed circuit board, can be
lighted directly, but we do not recommend lighting the high power products for more than 5 seconds
without a appropriate heat dissipation equipment. When using at 800mA, TS (cathode

point) temperature should be controlled below 85T .
FIT A B TR (1) % JELED = i 22 S A0 68 4 B 9 0o IR PR B AR, 7T P A5, (BRI AR B ULLE B0 — A
S 24 A A I, BB R TR LED M SRR 5P, 27 N 800mARE T, TS (Hublehidi) i Beds bl
7E85°CLL R

2.wave peak and soak-stannum soldering etc.is not suitable for this products.
PSR RAIEHEAE G XA o

3.Reflow soldering should not be done more than two times.The reflow temperature we recommend is
260°C,When the temperature exceeds 260 C, the product failure of LED can be caused

] R AN BRI K, [ 3L I o e il P2 2 1M 260°C, >4 i e 1 260 CHl K 7T BE 51 EELED /™ il 2R 28
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(2) Optical Characteristics at Ta=25°C
Symbol Min. | Typ. | Max. | Units Testt. oleh
= ItemZFR = (e g F se | mu ions
§5 = B Wikstr
. Radiation Power 3857 Th & 500 650 800 mw IF=700mA
VF Forward Voltage [2] IE[EIEE & 1.6 2.0 24 Vv IF=700mA
Ap Peak Wavelength 3§ i< 840 850 860 nm IF=700mA
IR Reverse Current % [EH 7R — — 3 uA VR =5V
Notes;:

powert5%
MBEEBEIREALO0.1, FKIREHN2.0nm, EHBRBIREANT5%.

1.Tolerance of measurement of forward voltage+0.1V, peak wavelength+2.0nm, radiation

(3) Optical Electrical /Thermal Characteristics at Ta=25°C

IF (mA) VF typ (V) R (j-s ) (°C/W) Po (W)
700 2.0 7.202 1.4
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Product bins 7 @7 % @IF=700mA Ta=25°C
(1) Forward Voltage bins HE% 4
Min VF(V) Max VF(V)
1.6 1.8
1.8 2.0
2.0 2.2
2.2 2.4
(2) Brightness bins =E 2%
Min ®e(mW) Max ®e(mW)
500 600
600 700
700 800
(3) Wavelength bins EE 2%
Min Wp(nm) Max Wp(nm)
840 845
845 850
850 855
855 860
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Typical Optical/Electrical Characteristics Curves(Ts=85°C Unless
Otherwise Noted )

MR SEF /B FHEMZ (T.=85C BRIEHHER)
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Typical Optical/Electrical Characteristics Curves
: B el N R S S

i3 — 1 17 H I p I B - RS £k
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Package Dimensionsif% R <

3.45 R o 0.4
7 N zZ
Jﬁ#—#
- 1.35
+ + 7.
1ETH (M| i
Notesit:
1. All dimension units are millimeters.
FIERT BT REXK.

2. All dimension tolerance is +0.15mm unless otherwise noted.

B RRZER+0.15ZKER3E S H i A

Welded plate and steel mesh Dimensions &#& X HM R <

o A A
78 A T AR T

. 0394 FEJ%

0.51

1/

3.32
3.17

: /qu 0.63| | T

S VA FH R A RS S VLA P AR X RS

Notes’¥:

When the circuit configuration is not affected, suggested the increase in the middle of the
copper area, or the connection between the middle and the pad and the negative electrode
can improve the cooling performance of the product.

EFEmEeRiERN , BIUEMPREABRXYE , LPEEENANERERE RS
am BUARMERE,
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Label fr&¥

TYPE: XXXXXXXXX
PR
QTY: XXXXX
aRHE
VF: Forward voltage rank
IE ) BB = A CSE
®V: Luminous Flux rank
i8R
IF: XXXX
IR
WP: Peak Wave Length
i {1 38 <
DATE: XXXX
£ B
LOT.NO:Lot Number
Eits

g HONGLITRONIC
NEY (b

TYPE: XXXXXXXXXXXX  QTY:XXX PCS

Bin:
DV WP: VF:
DATE : LOT. NO:
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Tape Specifications(Units:mm)&%&H#%
(1)Reel package ( 1000 pes/reel) B3R ( 1000 pcs/FE )
EENFRRBEFL000PCS)
S 5/ : : At
6 0ogoooloofo oooo%
O+ O [ -g % : )
B3 EX0ZEHP 5l RN ELRS M

I O I I B K

foooooooooo

- —

User Direction of Feed

(2)Moisture resistant packaging FFEIE3K

IIIL‘.|:-s||::'_:|'1l

Alumlnum melaiuraprood bag

B

-60.00£0.40-
178.00+0.20

B

12002050
__-——::Z—;:Jﬂ_?\
T A\
T _-:_:}'I:-_‘-‘-’f;r
- ."f
Lﬂbi
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Soldering/& :
Tp - s Critical Zone
T, toTp

o Rampuh

7

E L

-
<
@ i
Q_ |}
: | g
£ e e e 17 A [Ramp-d p-down

Preheat E

t 25°C to Peak :
Time —>»

Reflow soldering[ali7 /&
Caution’¥ =
1.wave peak and soak-stannum soldering etc.is not suitable for this products.
RIER, BREREFTEESXAN M
2.reflow solding should not be done more than one time
= mm REEd — X E
3.The peak reflow temperature is 260°C +10°C, not more than 40 seconds
ERRIEERE }260°C+10°C, AEEHIL40F>
4 Repairing should not be done after the LEDs have been soldered. When repairing is
unavoidable, suitable tools have to be used.
R REANENLEDHA TR  InZ R M B TH
5.when solding,do not put stress on the LEDs during heating.
PRI ANEHTIRAT k.
6.After soldering, do not warp the LED.do not stack PCBS or assemblies cantaing K Se-
ries LEDS so that anything rests on the LED lens.
TR SR A ES LEDHHTHE I A B SR UF LED I PCBAR B HHER | LAl AT S 5 1% .
Testilliz

1.Drive IFP Conditions : Pulse Width<10msec duty<1/10.
WoIFPHYSRHY : BRHPTEE<10ZH® &ZLH<1/10.

2.All high power emitter LED products mounted on aluminum metal-core printed circuit
board, can be li ghted directly, but we do not recommend lighting the high power prod-

ucts for more than 5 seconds without a appropriate heat dissipation equipment.

FIESNERNRKELEDFRLEEERERL , TEERSR , BRNFAEVUERE —NEY
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Use the matters needing attention(f£ F )X = EN)
—. f#fF(storage) :
NEGESHOEW , RABV-RERTSEIMEFRMEN 5°C-30°C , MINEENT 60% ; 2FTEH
LED XIRiETE 24H AEARETE , MRAZZ M , BRHITREAMEZRERRE. THEIS—A
FEERRERLR , BSLHETHRE , BRAESRMH : 60°C+5°C , 12H ;
FREHREFEMERREN —F,
To avoid moisture, we recommend storage conditions for the unopened LED +5°C~ +30°C, relative hu-
midity <60%. LED should be used within 24 Hrs. of opening the package. Please make sure to dehumid-
ify and vacuum pack the remaining/ unused LED. Dehumidifying condition: +60°C + 5°C, 12 Hrs. Ef-

fective age for the sealed led is one year.
=, A¥EEEIA(the assembly notes) :

BEERG  kFmSNEARREENELAFR , ERE&ESRERNTET 260°C. FlHFHRIES
TAE 1000g A ENADIAGYHERTERRE (WMED , BEREADURBFRFEFIR) , U
FIE R TR ;

MEBHEEARY | BRAEFRRARLE~RNVREY  NEFEABHNRESRYE  ESLHTRKR
o

Soldering Conditions : This product must be used reflow soldering practices, the maximum temperature of reflow

should not exceed 260°C. Please make sure when soldering, there is no external force on the soldering sur-

face (such as pressure, friction or sharp metal nails, etc.), to avoid gold wire deformation or damage and
other abnormalities.
If beyond recommended conditions, we cannot guarantee the LED stability, please do the risk assess-

ment first.

=. PrE#sBERE(anti-Static Measures) :
BRIEBHEEKRELBESE | LNTHEREBEFEES ; 8MFEIERXT R (I,
w&. Vg, BEVAEHEN ) NYEENE , BRFRBSTEH,

Please take adequate measures to prevent electrostatic generation, such as wearing electrostatic ring or
anti-static fingerstall etc; any relative products like plant equipment, machinery, carrier and transporta-
tion units shall be connected to discharging unit/ ground. After assembly, please make sure to discharge
Static Electricity with proper ESD equipment.

M, RBEE$EEl(temperature Control ) :
RIEBABREZHER : TSR ( AWRER ) RTSBSEEEUT , BEHBREUT , #AREFRERER ;
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Recommended temperature conditions for enhanced product life: TS (Cathode Point) is <75/85°C. During assem-

bly, please ensure that a good quality thermal paste is applied and distributed evenly over the surface. While using
thermal pad (Heat Sink), make sure LED is firmly tightened and there is no gap between surfaces. The need to
ensure the cooling medium dielectric withstand test at least through 500V.

B, Eapsl(drive control) :
FEREEAERRETES , BEALERFEARPLNDRERATE , WEEAEERSEME
A&M | EHTEARRRRITM,

Drive this product at constant current. Output current range specifications should be according to
the operational and other conditions, as mentioned in data sheet. Before using a constant voltage source or altered
specifications, other than recommended, please consider risk factors.

. HAtb(other) :

AEBAAEATERGTER , MRFREUATRGTER , TEEFAREIXKRELEN
—EEREENITERSE , LUK ;

—HBKIRERFM ;

- RBET RSN C12, H2S, NH3, SOx, NOx&F ) ;

—WBETHL, BWAESH ;

~-BEERAFMERT , mRERER2A4MNE , BREME RN # ;

—-FE AT A S TR,

Product is not suitable to use in following conditions;

—-Direct or indirect wet / damp conditions, such as rain, etc;

—-in contact with sea water and erosive materials;

—-Exposed to corrosive gases (e.g., C12, H2S, NH3, SOx, NOx, etc.);

—Exposed to dust, liquids or oils;

—-In accordance with the user manual, the product shelf lift is 24 months, If there is a warranty agreement, the

!
|
|
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