Under Development

-E]_E:ll ;l:u % -';: I: Mass production Py

fo

HONGLIZHIHL

Specification

Client Name :
BRAPE
Client P/N :
FPE
Product P/N :
P HL-C3535F5IR3HA-YM
Sending Date :
FAEHHEA
Client approval Hongli approval
B IEFIENC B
Approval Audit Audit Co’gig;ma'
o N N
Salesﬁ%gg;rgnent Qualityﬂd%e%rtment Engirl)i!eyriggntt?ghml—
= TREAF L Z\ .
B¢
> EOCH g
1 VAR 7
[ ] Qualified DATE:
[ | Disqualified ‘557 HHH : 2026. 05. 28

Adr : NO.1,Xianke Yi Road,Huadong Town,, Huadu District, Guangzhou, China

sk - P E N A RAE R SR — 8 1S

Tel/E81E © 020-86733333 Fax/fZH : 020-86733883 86733938 86733265
Web/PAHE © www. honglitronic. com

L RS LA IS A S A e DA SCHA N A SR,
2. IEAURS PR R ERERO A A BN R R A TR A E]
3. EHUR PRYARBCHIR ) 4R, H F5 R B 5 2 HAE B INDOOS v] PAAREE N (B RR HF EP

REV NO: B-26-C-0067 REV NO: A/0 DATE: May/2026 PAGE: 1 OF 16




Under Development

f‘ i]—Ej ;Fu % :;:I: Mass production
HONGLI/HIHL

CatalogH %

1. Product naming rules
PR TN o o o .
2. Features
HEfH o o e e e ¢ e o 0 o o o o e o o o oo e e e e o]

3. Application range

E\Z%:‘{ﬁ@ [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] [ ] 4
4. Radiation Pattern

IEEFRER o o o o o

5. Specifications
#j‘;‘f@oooo0000000000000000000005—6
6. Product bins

jﬁr%ﬁ'& [ ] [ ] [ J [ J [ ] [ J [ ] [ J [ J [ ] [ J [ [ ] [ [ ] [ [ [ ] [ [ ] [ ] [ ] [ ] [ ] 7
7.Typical Optical/Electrical Characteristics Curves

BTSSR LR o o ¢ ¢ o o o o o o 0o 0o o o o o 89

8. Package Dimensions

PR~ o o 0 0 0 ¢ 0 ¢ 0 ¢ o 0 0 0 000000000

9. Welded plate and steel mesh Dimensions
@ﬁ:&mﬂﬁ\‘j‘o.o.oo.oo.o.oo.oo.o.10

10.Label
*,‘]&%.o..oo.o.oo.oo.o.oo.oo.o.11

11.Tape Specifications

FIZERNHE o o o ¢ o ¢ o ¢ o 0 o 0 0 0 0 0 e 0 e 0 e ]2

12.Reflow soldering instructions

BIFEIEUEHE] @ o o ¢ ¢ o o o ¢ ¢ o o e ¢ 0 o o 0o o oo o]3

13.Use the matters needing attention

EFHERE TN @ @ © ¢ ¢ o o ¢ ¢ 0 o 0 0 0 000 oo o]4-15

°
°
°
°
°
°
°
°
°
°
°
°
°
°
°
°
°
°

w

[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
[ )
[ ]
[ )
[ ]
[ )
S

REV NO: B-26-C-0067 REV NO: A/0 DATE: May/2026 PAGE: 2 OF 16



7 Yl

Under Development

Mass production

Product naming rules =S4 AN

HL-C 3535 FI1 IR 3 H A - YM
12 3 4 5 6 7 8 9

F SRS
SRRVl

P RGHES

AR
NN EEVIEAR )
F FORERT00mMASTSE
P FONHEE S
DB TS

P RoREEEIRY

O oo NP, WDN -~

Features 555

Dimension K~ : 3. 45mm*3. 45mm*2. 4mm
Long operating life FFdpt-

High efficiency =%

RoHS compliant #F&RoHSHR AL

9,

ATTENTION
OBSERVE PRECAUTIONS
FOR HANDLING

ELECTROSTATIC
‘ ﬁ; DISCHARGE
\ SENSITIVE
DEVICES

Lambertian radiation pattern BR{¢:iER
Low voltage DC operated {&HEE B R TAE
High heat dissipation eficeency E{iA&R =
Cool beam,safeto the touch 43¢5 - fibiEizz 4
Superior ESD protection R {F-HIEEFGIPEE
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Application range [ FH3tiE

@ Small size,Flexible design AR/, ¥it R iF
@ Security/Surveillance 2[5/ 1%

® Industrial/Sensor TOI/f% &L

@ Plant Lighting 844 &
@ Aesthetic Industry EZEfTI

Radiation Patternfg5=,

50% 0 507

100 /’ ‘\

50

Relative Luminous Flux (%)
<
/1

-90° -60° -30° 0° 30° 60° 90°
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Specifications#3E

(1) Absolute Maximum Ratings at Ta=25C
FE25°C I AR PR S

Parameter=% SymbolfF5 Rating g UnitsEafir
Input power i AT Pi 2 W
Forward Current IF[aHER I, <1000 mA
Peak Pulse Forward Current [&{g H77
<
(t<10ms, Duty Cycle < 10% ) b, <1500 mA
Reverse Current 7[5 R EER I« 3@5Vv uA
Junction Temperature 455 Tj 115 C
View Angle (FWHM) &t 20,, 120~140 degrees
Operating Temperature Range T /EJ&FE Topr -35°C To +100°C
Storage Temperature Range (i 5/E Tstg -40°C To +100°C
ESD Sensitivity(HBM) #if%HAE ESD 2000V
not designed for reverse bias
Reverse voltage 7 |aHi % Vr R [ T
Notes;T:

1.* All high power emitter LED products mounted on aluminum metal-core printed circuit board, can be
lighted directly, but we do not recommend lighting the high power products for more than 5 seconds
without a appropriate heat dissipation equipment. When using at 800mA, TS (cathode

point) temperature should be controlled below 8517 .
FIT B D)2 B R OGLED M i 22 3 AR B0 < B 9% O BRI AR, T LR R, ERAIAEWAERA — 1
AR R I, B & DR LED @l 580, 247 i 800mATEH, TS (FAMRIEAL) i B2 2 il
TE85CLLR,

2.wave peak and soak-stannum soldering etc.is not suitable for this products.
BEIE . RGIEEAG G AT o

3.Reflow soldering should not be done more than two times. The reflow temperature we recom-
mend is 26001, When the temperature exceeds 260 (1, the product failure of LED can be caused
(AR BRI PR IR, [ e i P 2 1 260°C 43R 8 1 260 DA K T BB 5| EELED ™ & R 3K -
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(2) Optical Characteristics at Ta=25C
FTa=25C NHYHADCER M

BEIRENE5%.

Symbol Min. | Typ. | Max. | Units rs el
e ftem 7 BiE | 3 | BE | B | gaoion
(O Radiation Power 3851 Ih% 530 580 630 mwW IF=700mA
VF Forward Voltage IE[EIE £ 1.2 1.4 1.6 vV IF=700mA
Ap Wavelength 3§ 1< 1060 1065 1070 nm IF=700mA
IR Reverse Current 2 [a]E 3R — — 3 uA VR =5V
Notes:F:

1.Photosynthetic Photon Flux includes wavelengths between 400 and 700 nm
SeaJFiEE RN E E £400-700nm,
2.Tolerance of measurement of forward voltage+0.1V ~ peak Wavelength+2.0nm ~ luminous
fluxt5%

MEBIEEBERZEAT0.1. FKIREHN2.0nm. ]

(3) Optical Electrical /Thermal Characteristics at Ta=25C
HTa=25°C I SAIHY /AR

IF (mA) VF typ (V) R (j-s) (C/W) Po (W)
700 1.4 4.65 0.98
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Product bins =547 @IF=700mA Ta=25°C

(1) Forward Voltage bins HJE434%

Min VF(V) Max VF(V)
1.2 14
1.4 1.6

(2) Brightness bins EE 7%

Min ®e(mW) Max ®e(mW)
530 580
580 630

(3) Wavelength bins JF-434%

Min Wp(nm) Max Wp(nm)
1060 1065
1065 1070
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Typical Optical/Electrical Characteristics Curves(Ts=85] Unless
Otherwise Noted )88t /B M4F{EMLZE (T,=851 BRIEBHIH)

FEL I AR 't 3 e £
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Package Dimensions#f3E K ~F
3.45 R0 = e
L ] ¥
N\ 7 %
- +. 4_ 1.35 -
1ETH ] i HH

Notes’3:

Notes)+:

A MERE

SHEIPEEE Ryl
74 i T AR ﬁﬁ

p

@L}(ﬁﬁﬁ AR £ RS

1. All dimension units are millimeters.
FiTE RT3 =k,
2. All dimension tolerance is £0.15mm unless otherwise noted.

FTA RoTR #2210 152K ERIESS A 1

1

%MFEJ%

0.63
M3.21

Welded plate and steel mesh Dimensions Y2 5z &1/ K~

3.17

SR VA P RO A IR R

When the circuit configuration is not affected, suggested the increase in the middle of the
copper area, or the connection between the middle and the pad and the negative electrode
can improve the cooling performance of the product.

f£ KE’DHEEE%@E%HT FEVCE NP AR L A A DI > B P AR AN DR B R - sEfR =
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Label #73&
TYPE: XXXXXXXXX
P
QTY: XXXXX
s
VF: Forward voltage rank
EE R EATCER
®V: Luminous Flux rank
e ERSICEE
IF: XXXX
TR ERR
WP: Wave Length
[EYNEIS
DATE: XXXX
= HE
LOT.NO:Lot Number
ErEfits
HONGLITRONIC
TYPE : XXXXXXXXXXXX  QTY:XXX PCS
Bin:
DV: WP: VE:
DATE : LOT. NO:
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Tape Specifications(Units:mm) & 3EH1 %
(1)Reel package (1000 pcs/reel) SHi2E (1000 pcs/ )

ERNFEHBT1000PCS)

%)
2l N, 38
oo, AR |t Y,

ik oy

o O

12

BRI EHNOEBD

I I I R K

;oooooooooo

-

User Direction of Feed

(2)Moisture resistant packaging [ iH05E

/ *\ |'_::::::::____" \_c{\ -

'-, i\ I|I II"- || / '."; I".
-.-.L (’:/ —l\\.\_ A / \/l—'__ —,i __________ — :Iil'fﬁl.: )
\\'—'1,'_—'/ L

IIII IIII

1)
Alamlnum melsiure-proo! bag I'L‘..:-;|.-__-_:.-1|

Lab|e

\
e

3 RN EILS B

B

-60.00+0.40-
178.00+0.20

B

12.00£0.50
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Soldering/8%s :

_'
-
I
H
i
=
¥
X

Critical Zone
Ramp-up . j“- Ll

=
-

Temperature —

Freheat

t 25°C to Peak

Time —=>
Reflow soldering[Eli7t k&
Caution; £ &

1.wave peak and soak-stannum soldering etc.is not suitable for this products.

MUESR ~ ZHEHEAEE X0

2.reflow solding should not be done more than one time

e an R e — R ELR AR

3.The peak reflow temperature is 2601+10(], not more than 40 seconds

(BRI E R S /2600+100, ASEEHET40FD

4.Repairing should not be done after the LEDs have been soldered. When repairing is un-
avoidable, suitable tools have to be used.

WP, R AR LEDHHTIEE, IEAS L, 166 AT IE R T A,

5.when solding,do not put stress on the LEDs during heating.

PREEIS, ANEEHEEAT k.

6.After soldering, do not warp the LED.do not stack PCBS or assemblies cantaing K Se-
ries LEDS so that anything rests on the LED lens.

RS, AESLEDBHT HE R, ANEDS I IFLEDIPCBAR B MERR, DLA T Sk 35 %
Testilix

1.Drive IFP Conditions : Pulse Width<10msec duty<1/10.
WENIFPEYSRAE © B TiE<10Zr> 522EE<1/10.

2.All high power emitter LED products mounted on aluminum metal-core printed circuit
board, can be lighted directly, but we do not recommend lighting the high power products
for more than 5 seconds without a appropriate heat dissipation equipment.

FIA S TR0 & Y LEDP i S R AR AR b > v E R ST » ERIIABITESHE —1NEY
AR I IR EH = DR LED i e i 5.
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Use the matters needing attention (ffi J{3 = 5

— ~ fiffF(storage)

G SZ R RN BRI A AR BT A 26 AT 9 5L-300 - AEYHE /N T 60% 5 CLF R3S
LED SEIRIEAE 24H WEERZER5E 5 (RSS20 o 1B TR EZE S E R G - JTEET —E
SRR RA AR - 1555 0ETRRE » FRiESRMF © 600500 > 12H ;

= B E R R B — 4 -

To avoid moisture, we recommend storage conditions for the unopened LED +5°C~ +30°C, relative hu-
midity <60%. LED should be used within 24 Hrs. of opening the package. Please make sure to dehumid-
ify and vacuum pack the remaining/ unused LED. Dehumidifying condition: +60°C + 5°C, 12 Hrs. Ef-

fective age for the sealed led is one year.
=~ dHEEFEET(the assembly notes) :

WRRESRAE + I enn AR A B IR RERAEAL 520 - Bl 2SR T 260°C - Rl EfF U2
RHH 1000g DLEHISMTBERGPMATE R T A ERE (WET] - BEESINIDURA R ETR) - M
IERTT T

WIS L EE SR - ISADE R BECRIE T VAR E M - ANFREE R HIAVIRIESRI: » 15 S50t T XS
i

Soldering Conditions : This product must be used reflow soldering practices, the maximum temperature
of reflow should not exceed 260°C . Please make sure when soldering, there is no external force on the

soldering surface (such as pressure, friction or sharp metal nails, etc.), to avoid gold wire deformation or
damage and other abnormalities.

If beyond recommended conditions, we cannot guarantee the LED stability, please do the risk assess-
ment first.

= ~ ByE% S (anti-Static Measures) -

TERAUE YRR (A R4 PR A IR B T ES ) B RIE TR T m (I
eEE ~ Hles ~ BORNIABRE AL ) N2 BRI > &0 Sn U

Please take adequate measures to prevent electrostatic generation, such as wearing electrostatic ring or
anti-static fingerstall etc; any relative products like plant equipment, machinery, carrier and transporta-
tion units shall be connected to discharging unit/ ground. After assembly, please make sure to discharge
Static Electricity with proper ESD equipment.

VY ~ SR (temperature Control ) :

PRIERGARITIRSRME Y © TS (TURIEEL) N75/8STIRELLNT » FEMIRELNT - O &7 g an oK
HIREPRAT L B A A - 1B RS T - B R R B ity SRVE R 5] B ArTE
REHE > ARV EGEEAPEHNE o B T REB RILES B Rt ZE @ 500V -
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Recommended temperature conditions for enhanced product life: TS (Cathode Point) is <75/85°C. During assem-
bly, please ensure that a good quality thermal paste is applied and distributed evenly over the surface. While using
thermal pad (Heat Sink), make sure LED is firmly tightened and there is no gap between surfaces. The need to
ensure the cooling medium dielectric withstand test at least through 500V.

A ~ Wah%Ed(drive control) :
AR AEUR TG - B R SRS T ERVDERERTEE - R R E RIS
FIZ&M » 1A (o0 R R UG PR A

Drive this product at constant current. Output current range specifications should be according to
the operational and other conditions, as mentioned in data sheet. Before using a constant voltage source or altered
specifications, other than recommended, please consider risk factors.

7N ~ Hth(other) :

AP A TFELL TR FERA » R ELA TR FER - P EEE SRS A T
—-E B R R B > LA

- AK A E R

- W R EE T TSR CI2,H2S ~ NH3 ~ SOx ~ NOx%% )

—HRE TR  RIRECH

—FFEERFMIERT > PETERN24 A > BERFEII DRI O 4

- i P A S TR A B

Product is not suitable to use in following conditions;

—-Direct or indirect wet / damp conditions, such as rain, etc;

—-in contact with sea water and erosive materials;

—-Exposed to corrosive gases (e.g., C12, H2S, NH3, SOx, NOx, etc.);

—-Exposed to dust, liquids or oils;

—-In accordance with the user manual, the product shelf lift is 24 months, If there is a warranty agreement, the
warranty agreement shall prevail;

—-After the product life cycle for recycling.
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